L = FUZHOU WATER METER FACTORY

' (P.R.China)

Under The Licence of
Bopp & Reuther “

Mannheim West-Germany

Horizontal Helix Detachable
Magnet-drive Water Meter
Type LXLG-50-200 For Cold Water

Meter Design :
» Solid and robust design, long
sefvice guaranteed

= Selected high quality materials

Special Features :

 Digital-Whee! counter mechanism for Ll

guarantee absolute corrosion

resistance.
direct reading

. i i hle
« Large range for meastifing, good Universal interchangeable

measuring insert
* Quter calibration device

accuracy in flowrate
« High continuous flow capagcity, lower
head loss
Working Condition :
Water temperature:
For Cold Water: € 30C

Water Pressure: < 1MPa

« Steady curve charactenstics
* Performance of type LXLG water meter

is up to standard 1SO4064 B

Metrological data :

Meter Size Mea Nomina! PTG tional Min Max
DN 1S Flowrata Flowra reading reiding
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Easy for measuring-insan interchange and maintenance
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Horizontal Helix Detachable
Magnet-drive Water Meter
Type LXLG-50-200 For Cold Water

Dimensions and weights :
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DN o Waight
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mm | ot outer dia, | bolt circle dia, | Conneting boit kg
D D1 X pcs
200 255 165 125 MiG x4 128
225 269 200 160 Mi6x8 15.4
100 20 2n 220 180 MI16x8 1786
150 300 09 285 240 M20x 8 28
200 350 ars 340 295 M20x 8 385

Feature curve diagram :

Reading error : The Max.

reading error between Qmax (max. flowrate)

and Qt (Transitional flowrate) for cold water meter is + 2%.
The Max. reading error between Qe (Transitional flowrate)
and Qmin (minimum flowrate) not including- Qt, is + 5%.

Flow error curve : Pressure loss curve:
% l accuracy curve etrot limits
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